CO 
LU 
CD 

< 

CO 
CO 
LU 



O 
CC 
h- 
Z 

o 
o 

0- 
h- 

<N 



CO 
LU 

o 
< 

CO 
CO 
LU 



< 
Q 
CL 
h- 
CM 



LU 



LU 

Z 

z 
< 

X 

o _ 

_l CD 

o < 

CC □ 
h- LU 
z CC 

o w 
o 

CL 

h- 

<M 



LU 

Z ^ 
Z UJ 

< d 
X CD 

O < 

<£ — 1 
P LU 

<5 
CL 

h- 

CVJ 



O 
■•— > 
CD 



< 

a: 

LL 
CL 

a 

3 



CC 

o 

CL 
CO 

z 
< 

CC 
H- 

H 
LU 

a 
< 

D_ 



CO 

CD 



o 



o 



o 



CO 

o 



g 



o 
o 



CM 



Ol 



O 



CD 

Q 



^1- 

o 

LL 
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END USER PLACES A POINT-TO-POINT MODEM CALL TO 
MODEM DIAL SITE 



604 



MODEM CALL IS TERMINATED AT RAS/MODEM BANK 



END USER'S DOMAIN NAME AND PASSWORD ARE 
AUTHENTICATED BY AUTHENTICATION SERVER 



RAS SETS UP TUNNEL TO ENHANCEMENT CLUSTER PER 
INSTRUCTION FROM AUTHENTICATION SERVER 



TUNNEL IS TERMINATED AT ENHANCEMENT CLUSTER 



AN IP ADDRESS FROM POOL IS ASSIGNED TO THE CALL 
FOR ROUTING TO THE DESTINATION NETWORK 



THE CALL IS ROUTED TO AN ACTIVE LOAD BALANCER 



THE CALL IS FORWARDED TO AN AVAILABLE 
COMPRESSION SERVER 



COMPRESSION SERVER PERFORMS DECOMPRESSION, 
OPTIMIZATION, CACHING OR OTHER ENHANCEMENT 



THE CALL IS FORWARDED BACK TO A LOAD BALANCER 



LOAD BALANCER PERFORMS A SECURED NETWORK 
ADDRESS TRANSLATION AND ATTACHES A UNIQUE IP 
ADDRESS TO THE CALL 



THE CALL IS ROUTED TO THE DESTINATION NETWORK 
AND/OR HOST PER REQUEST 



RETURN DATA PATH 



( END Y 
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